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        DUAL MOUNT SIGNS ON DIVIDED HIGHWAYS AND

INCREASE SIGN SPACING TO 1000’+/-.

48"X24"

48"X24"

 $250

PENALTY

R2-1

48"x60"

48"X30"

SPEED
LIMIT

XX

 $250

SPEEDING

R2-1

48"x60"

48"X30"

SPEED
LIMIT

XX

STATIONARY SIGN

*

**
**

*

48"X48"

*

48"X48"

*

48"X18"
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ADVANCED WORK ZONE WARNING SIGNING FOR FREEWAYS (4 LANES OR GREATER)
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 FOR FREEWAYS (4 LANES OR GREATER)
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48"X30"

USE THE "$250 SPEEDING PENALTY" 

SUPPLEMENTAL SIGN ONLY IF AN ORDINANCE

HAS BEEN ISSUED BY THE REGIONAL TRAFFIC

ENGINEER. 

USE THE "$250 SPEEDING PENALTY" SIGN, SPEED LIMIT SIGN, AND ORANGE PANEL; ONLY WHEN A

"$250 SPEEDING PENALTY" ORDINANCE HAS BEEN ISSUED BY THE REGIONAL TRAFFIC ENGINEER.

DETAIL B

DETAIL A

EXIT RAMPS

MAIN ROADWAY WORK ZONE

50O’

OR AS ATTAINABLE
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48"X24"

ENTRANCE RAMPS

MAIN ROADWAY WORK ZONE

CONSTRUCTION LIMITS

IF LIMITS ARE NEAR RAMP

TERMINAL SIGNS SHOULD

ALSO BE PLACED NEAR TERMINAL

500’

NOTE: SIGN NOT REQUIRED IF ADVANCE WARNING

SIGNS HAVE BEEN PLACED ALONG -Y- LINE

THAT RAMP INTERSECTS. IF CONSTRUCTION

LIMITS ARE AT END OF RAMP, PLACE SIGN

AT END OF RAMP.

CONSTRUCTION

LIMITS

500’

500’

500’

-Y- LINE

CONSTRUCTION

LIMITS
500’

500’

- USE FLUORESCENT ORANGE SHEETING (TYPE VII OR HIGHER) ON ALL ADVANCED WORK ZONE SIGNS.
    
- DO NOT INSTALL ADVANCE WARNING SIGNS MORE THAN 3 DAYS PRIOR TO BEGINNING OF WORK.  
 
- SIGNS SHOWN ARE REQUIRED FOR WORK ZONES THAT WILL REMAIN IN EFFECT OVERNIGHT. FOR SHORT-TERM DAILY MAINTENANCE TYPE OPERATIONS, THIS SIGNING
  APPLICATION IS OPTIONAL; MAY USE ONLY APPLICABLE ROADWAY STANDARD DRAWINGS INSTEAD. HOWEVER, IF THIS SIGNING APPLICATION IS USED, SIGNS MAY
  BE PORTABLE MOUNTED.
 
- ALL SIGN SPACING DIMENSIONS ARE APPROXIMATE, FIELD ADJUST AS NECESSARY OR AS DIRECTED.
 
- USE 3LB STEEL U-CHANNEL POST OR 4" X 4" WOOD POST FOR ALL WORK ZONE SIGNS. 3LB STEEL U-CHANNEL POSTS MUST MEET THE REQUIREMENTS OF
  STANDARD SPECIFICATION SECTION 1094-1(B), MAY BE GALVANIZED STEEL, OR MAY BE PAINTED GREEN BY THE POST MANUFACTURER. SQUARE STEEL TUBING
  POSTS HAVING EQUIVALENT STRENGTH OF THE 3 LB STEEL U-CHANNEL POST ARE ALSO ACCEPTABLE FOR USE. ERECT SIGNS PER ROADWAY STANDARD
  DRAWING 1110.01. PAYMENT FOR WOOD POSTS, 3LB STEEL U-CHANNEL AND SQUARE STEEL TUBING POSTS WITH SIGNS WILL BE MADE ACCORDING TO
  STANDARD SPECIFICATION "WORK ZONE SIGNS" SECTION 1110.
 
- WHEN NECESSARY, USE SPLICING IN ACCORDANCE WITH ROADWAY STANDARD DRAWING NO. 1110.01.  REMOVE ENTIRE POST WHEN REMOVING SIGNS WITH
  SPLICED POSTS. 
 
- DO NOT BACK BRACE SIGN SUPPORTS.
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HIGHWAY WORK ZONE

ROADWAYS INTERSECTING ALONG 2 WAY UNDIVIDED WORK ZONE (Y-LINES)
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 TWO-WAY UNDIVIDED ** (L-LINES)

- USE FLUORESCENT ORANGE SHEETING (TYPE VII OR HIGHER) ON ALL ADVANCED WORK ZONE SIGNS.

 

- DO NOT INSTALL ADVANCE WARNING SIGNS MORE THAN 3 DAYS PRIOR TO BEGINNING OF WORK.  

 

- SIGNS SHOWN ARE REQUIRED FOR WORK ZONES THAT WILL REMAIN IN EFFECT OVERNIGHT. FOR SHORT-TERM DAILY MAINTENANCE TYPE OPERATIONS, 

  THIS SIGNING APPLICATION IS OPTIONAL; MAY USE ONLY APPLICABLE ROADWAY STANDARD DRAWINGS INSTEAD. HOWEVER, IF THIS SIGNING APPLICATION

  IS USED, SIGNS MAY BE PORTABLE MOUNTED.

 

- ALL SIGN SPACING DIMENSIONS ARE APPROXIMATE, FIELD ADJUST AS NECESSARY OR AS DIRECTED.

 

- USE 3LB STEEL U-CHANNEL POST OR 4" X 4" WOOD POST FOR ALL WORK ZONE SIGNS. 3LB STEEL U-CHANNEL POSTS MUST MEET THE REQUIREMENTS OF STANDARD SPECIFICATION

  SECTION 1094-1(B), MAY BE GALVANIZED STEEL, OR MAY BE PAINTED GREEN BY THE POST MANUFACTURER. SQUARE STEEL TUBING POSTS HAVING EQUIVALENT STRENGTH OF THE 

  3 LB STEEL U-CHANNEL POST ARE ALSO ACCEPTABLE FOR USE. ERECT SIGNS PER ROADWAY STANDARD DRAWING 1110.01. PAYMENT FOR WOOD POSTS, 3LB STEEL U-CHANNEL AND

  SQUARE STEEL TUBING POSTS WITH SIGNS WILL BE MADE ACCORDING TO STANDARD SPECIFICATION "WORK ZONE SIGNS" SECTION 1110.

 

- WHEN NECESSARY, USE SPLICING IN ACCORDANCE WITH ROADWAY STANDARD DRAWING NO. 1110.01.  REMOVE ENTIRE POST WHEN REMOVING SIGNS WITH SPLICED POSTS. 

 

- DO NOT BACK BRACE SIGN SUPPORTS.

 

- ** TWO-WAY UNDIVIDED ADVANCE WARNING SIGN CONFIGURATION MAY BE USED ON URBAN MULTI-LANE FACILITIES WHERE CONDITIONS LIMIT THE USE OF DUAL MOUNTED 

     SIGNS AS DETERMINED BY THE ENGINEER.
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HTSYMBOL X WIDY

HEIGHT:

SIGN NUMBER:

TYPE:

QUANTITY:

SIGN WIDTH:

TOTAL AREA:

BORDER TYPE:

NO.  Z BARS:

RECESS:

WIDTH:

RADII:

COPY COLOR:

BACKG COLOR:

MAT’L:

Legend and border shall be direct applied1.

Legend and border shall be direct applied2.

3.
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PROJECT ID: DIV:
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NORTH CAROLINA D.O.T. SIGN DETAIL
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FLUSH
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Black

Letter spacings are to start of next letter
Text Length

Series/Size

Spacing Factor is 1 unless specified otherwise

SPECISHAKFILENAME:

Aug 20,2003

sheeting on 0.032" (0.8mm) aluminum and demountable.

7. Bottom panel shall be yellow Type III sheeting.

Legend shall be direct applied black non-reflective

sheeting.

CHECKED

Yellow panel is:

Type VII reflective sheeting.

non-reflective sheeting.

Shields shall be Type VII reflective

Background shall be Type VII reflective sheeting.

Background shall be Type I reflective sheeting.

Center arrow(s) vertically on sign.
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